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Main Unit

Display:

Resolution:

Frame rate:

S/N Ratio:

Battery:

Power adaptor:
Interface:

Video out format:
Recording medium:
Compression Format:
Language:

Camera
Video Probes:
Image Sensor:
Pixel Count(Dynamic/Static):
Exposure:
Auto White Balance:
Video Format:
Interface:
Distortion:
Power Consumption:
Housing:
Field of View(FOV):
Depth of Field (DOF):

3.5° TFT LCD monitor (320 x 240 pixels)
640 x 480 Pixels (Still image storage, JPEG)

640 x 480 Pixels (Video recording format, AV file)
301ps

4208

Rechargeable Li-Polymer battery 3.7V

100-240V Ac in, 5V DC out

Mini USB 1.1/AV out

NTSC & PAL

1 Gb SD card,

MPEG4

English

5.5mm diameter Video Probes.
1/18 inch. Optical format CMOS image sensor.
640(H) x 480(V)

Automatic

OFF

NTSC

Composite Video.

<37%

250mW (Active)

Copper with nickel coating

54°

1.5cm~5cm



Light Source
Number of lamps:
Weight:
Brightness Control:
Lamp Type:
Lamp Output:
Lamp Life:

Insertion Tube
Total Length:
Cable Length:
Articulation:
Neck:
User Controis:

Operating Environment
Tip Operating Temperature:
Storage Temperature:
Relative Humidity:
Waterproof:
Hazardous Environments:

4

034 kg

Manual

LED

1360 Lux 3t 20.6mm
1000 hrs., median

102cm

82cm

3007"£20" manual tip articulation

330" manual rotatable neck

Joystick and complete button function set

-20* 10 60°C (-4" to 140°F)

-20% to 70°C (-4* to 158°F)

95% max

IP57 (Insertion tube and tip)

Not rated for use in hazardous environments
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