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MODELNO

TM-101

TME102 TMEA03

Digital Sound Level Meter

Sound Level Meter
(Data logging)

Sound Level Meter
(Autoranging )

SPECIFICATIONS

* 3 1/2 Digits LCD with maximum reading of 2000.

Dispiay * Low battery indication: Replace battery immediately LCD displays" i
Microphone 1/2 inch Electret condenser microphone
Frequenc y range 31.5Hz~8KHz
LO: 30~80dB
Level range Med:50~100dB
Hi:80~130dB
Frequenc y weighting AC.
Time weighting FAST,SLOW
Dynamicrange 50dB

Accuracy

1.5dB(ref 94dB @ 1KHz)

Analong AC output

Output voltange: 1V rms(at full scale)
Outputimpedance:Approx.50(]

Analong DC output

QOutput voltage:10m V/dB
Output impedance:Approx.1000)

DIMENSION

*Size:280x 80 x32 mm(LxWxH)
*Weight:About 300g(including battery)

*Size:200x 55 x38 mm(LxWxH)
*Weight:About 300g(including battery)

POWER SUPPLY

*Batter type :9V NEDA 1604 , IEC 6F22, JIS 006P x 1 pc.

“Battery |

ife :About 30 hours.(with alkaline battery)

ACCESSORIES

*User 's manual *Carrying case
*9Vbattery x 1pc *Screwdriverx1pc
*3.5 @plug x 1pc

*User's manual *Carrying case ‘9Vbatteryx 1pc

OPERATING CONDITIONS

Operation temperature & humidity:5 C~40 C, below 80% RH.
storage temperature & humidity:-10 C~60 C, below 70%RH.
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